
    

MECHANICAL 
SMOKE VENTS

SPECIFICATIONS

CONSTRUCTION

CERTIFICATIONS & LISTINGS

STANDARD SIZES

OPTIONS

LOADING

 • Frame: 6063 T6 aluminum with natural mill finish

 • Frames have integral condensation/weepage 
gutters which drain moisture to the outside

 • Frame corners are mitered and welded

 • Acrylic or polycarbonate glazing will be fully sealed 
with silicone seal

 • Single- and double-glazed versions

 • Impact-modified acrylic or CleanArmour® prismatic 
polycarbonat

 • Manual interior and exterior pull cables

 • UL Listed version or FM Approved version

 • Two Lens Shape Options - dome or pyramid

 • Lens Hail Class Ratings for Class 1, Class 3 and 
Class 4

 • Fusible link options from 165°F (73.89°C) to 386°F 
(196.66°C)

 • Metal building and conventional building roof 
curbs available

 • UL/ULC Listed (US & Canada), Tested and Certified 
to meet UL/ULC 793 Requirements

 • CE Certified

 • Factory Mutual (FM) Approval Class Number 4430

 • Lens Hail Class Ratings for Class 1 (1-1/4” hail 
resistance), Class 3 (1-3/4” hail resistance), and 
Class 4 (2” hail resistance)

 • 10-year limited warranty available 

 • 51-1/4” x 63-1/4”

 • 51-1/4” x 75-1/4”

 • 51-1/4” x 87-1/4”

 • 52-1/4” x 100-1/4”

 • 63-5/8” x 75-5/8”

 • 63-1/4” x 87-1/4”

 • 63-1/4” x 99-1/4”

 • Min/Max Width: 51.250 inches / 67.750 inches

 • Min/Max Length: 63.250 inches / 105.750 inches

 • UL Listed version: 10 or 30lb snow load

 • FM Approved version: 10lb snow load
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TECHNICAL DRAWINGS

PRODUCT PROFILE Double-Glazed profile shown

SIDE PROFILE Double-Glazed profile shown
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ORDERING LOGIC

ID FRAME CALL-OUT 

GLAZING GLAZING MATERIAL GLAZING COLORS 

LENS SHAPE

ID FRAME WIDTH ID FRAME LENGTH

4050
4060
4070
4080
5060
5070
50801

SGZ Single Glaze
DGZ Double Glaze

CC1 Polycarbonate
50CC25 50% IM Acrylic
CC2CL3 Acrylic Class 3
CC1CC2 Polycarbonate/Acrylic

LENSWH White (Single Glaze Default)
LENSCL Clear6

LENSWHCL White Clear7

LENSCLWH Clear White (Double-Glaze 
Default)7

LENSWHWH White White7

LENSCLCL Clear Clear7

SIGL Signature™ Series
Dome
DHPL4 Double-Hip

W51.250
W51.250
W51.250
W52.250
W63.625
W63.250
W63.250

L63.250
L75.250
L87.250
L100.250
L75.625
L87.250
L99.250

FRAME TYPE VENT FRAME FINISH

870B Standard Frame MI Mill (Default)

OPTIONSSNOW LOADFUSIBLE LINK

(blank) No Options
FMRTG Factory Mutual (FM) Approved10

UL UL Listed Smoke Vent2

CE European Standard Certified
ITBR Insulated Thermal Break11

NITBR No Insulated Thermal Break
WSW Weather Sweep11

NWSW No Weather Sweep

10LB 10-Pound Snow Load (default)
30LB 30-Pound Snow Load8

165FL 165-Degree Fusible Link8

212 FL 212-Degree Fusible Link8

286FL 286-Degree Fusible Link8

360FL 360-Degree Fusible Link (default)9

370FL 370-Degree Fusible Link
386FL 386-Degree Fusible Link

51-1/4” x 63-1/4”
51-1/4” x 75-1/4”
51-1/4” x 87-1/4”
52-1/4” x 100-1/4”
63-5/8” x 75-5/8”
63-1/4” x 87-1/4”
63-1/4” x 99-1/4”

Width 51.250 inches
Width 51.250 inches
Width 51.250 inches
Width 52.250 inches
Width 63.625 inches
Width 63.250 inches
Width 63.250 inches

Length 63.250 inches
Length 75.250 inches
Length 87.250 inches
Length 100.250 inches
Length 75.625 inches
Length 87.250 inches
Length 99.250 inches

CUST2,3 for Custom sized unit W       .           Custom Width* L       .           Custom Length*

IMPORTANT: Consult factory for anything outside of 
minimum and maximum range.

Min/Max Width: 51.250 inches / 67.750 inches
Min/Max Length: 63.250 inches / 105.750 inches

Lead times will vary depending on options selected. 
Consult with your sales representative.

NOTES:
1 Maximum size for FM Rated Smoke Vent: 5080 (ID W63-1/4”x L99-1/4”)
2 Maximum size for UL Listed Smoke Vent: 32 sq. ft. Minimum size, 20 sq. ft.
3 Custom Mold Fee may apply
4 Not available with FM Approved Rating
5 Available only with DHPL Lens Shape
6 Available only with Single-Glaze (SGZ) glazing selection
7 Available only with Double-Glaze (DGZ) glazing selection
8 Not available with FM Approved Unit (FMRTG option)
9 Default Fusible Link if not specified
10 Maximum size 5080 (ID 52-1/4” x 100-1/4”), 5’ x 8’; minimum size 4050 (ID 51-1/4”x 63-1/4”), 4’ x 5’.
11 Included by default with Double-Glaze (DGZ) unit
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