
NOTES:

1. ATTACH (1) S-5! ® TO EACH END OF PITCHED HAT CHANNEL.
2. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
3. DO NOT SCALE DRAWING.
4. THIS DRAWING IS INTENDED FOR USE BY ARCHITECTS, ENGINEERS, CONTRACTORS, CONSULTANTS AND DESIGN PROFESSIONALS

FOR PLANNING PURPOSES ONLY.  THIS DRAWING MAY NOT BE USED FOR CONSTRUCTION.
5. ALL INFORMATION CONTAINED HEREIN WAS CURRENT AT THE TIME OF DEVELOPMENT BUT MUST BE REVIEWED AND APPROVED BY

THE PRODUCT MANUFACTURER TO BE CONSIDERED ACCURATE.
6. CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info AND ENTER

REFERENCE NUMBER 5018-009.
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ROOF WALKWAYS CSI DIVISION# 07 7246

SUPPORT SPAN
6'-0" MAX.

PITCHED HAT
SECTIONS

SQUARE FLANGE BASE
(4 EACH BOLTS WITH
FLAT WASHERS AND
SELF-LOCKING NUTS)


