
NOTES:
1. SPECIAL APPLICATION WITH TRANSITION OVER RIDGE CAP.
2. RIDGE CAP WIDTH & HEIGHT VARIES PER BUILDING SPECIFICATIONS.
3. REFER TO STANDARD INSTALLATION INSTRUCTIONS FOR ATTACHMENT OF METALWALK TO ROOF AND ASSEMBLY OF HANDRAIL

COMPONENTS.
4. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
5. DO NOT SCALE DRAWING.
6. THIS DRAWING IS INTENDED FOR USE BY ARCHITECTS, ENGINEERS, CONTRACTORS, CONSULTANTS AND DESIGN PROFESSIONALS

FOR PLANNING PURPOSES ONLY.  THIS DRAWING MAY NOT BE USED FOR CONSTRUCTION.
7. ALL INFORMATION CONTAINED HEREIN WAS CURRENT AT THE TIME OF DEVELOPMENT BUT MUST BE REVIEWED AND APPROVED BY

THE PRODUCT MANUFACTURER TO BE CONSIDERED ACCURATE.
8. CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info AND ENTER

REFERENCE NUMBER 5018-010.
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ROOF WALKWAYS CSI DIVISION# 07 7246

PITCHED HAT SECTION
ATTACHED TO METALWALK

RIDGE CAP
(BY OTHERS)

METALWALK GRATING

12-24 x 7/8"
SELF-DRILLING FASTENERS

(6" OC INTO FLANGE)

MHC25 HOLD DOWN CLAMP W/
SELF-DRILLING FASTENERS

METALWALK GRATING
(FIELD CUT TO LENGTH)

PARALLEL TO PANEL VIEW


